TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

IMPORTANT:

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL

NOTES MD 104.00-01 - MD 104.00-18 AND
STANDARD DETAILS MD 104.01-01 - I
MD 104.01-62
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MOUNT SIGNS ON BOTH SIDES OF
THE WORK AFFECTED ROADWAY ON
DIVIDED HIGHWAYS.

WHEN THE ENTIRE ROADWAY HAS
BEEN GROOVED AND NO DROP-

OFF EXIST. CHANGE *UNEVEN
PAVEMENT* SIGN LEGENDS TO [
*GROOVED PAVEMENT".
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REPEAT SIGN MESSAGE:
ﬁ (1) WORK AREA UP TO | MILE:
| n SPACE SIGNS AT 1500 FT.
w
E (2) WORK AREA OVER | MILE;
> SPACE SIGNS AT ! MILE

1500° /‘

IN THE VICINITY OF ENTRANCE
RAMPS INSTALL SIGNS JUST
BEYOND THESE RAMPS.
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ﬁ DIRECTION OF TRAFFIC g WHEN THIS SECONDARY PAVEMENT
| I » CONDITION EXISTS.
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